TOP SLAB —\

| RING AND COVER

SHELF

25’

MAX. HEIGHT

MORTAR FILLET

SLOPE = 1/2 "/FT

CONSTRUCT CHANNELS
& SHELF IN FIELD. Q.

PIPES SHOULD
EXTEND TO, BUT
NOT PAST INSIDE
OF STRUCTURE

ADJUSTMENT SECTION
(LEVELING BRICKS OR GRADE RINGS OPTIONAL)

. HANDHOLDS
) = /—STEPS OR LADDER
_.q.

REINFORCING STEEL

(FOR PRE CAST BASE WITH INTEGRAL RISER ONLY)

0.15 SQ. IN/FT IN EACH DIRECTION FOR 48"
0.19 SQ. IN/FT IN EACH DIRECTION FOR 54"
0.24 SQ. IN/FT IN EACH DIRECTION FOR 72"
0.29 SQ. IN/FT IN EACH DIRECTION FOR 96"

- '/ PRE CAST BASE WITH INTEGRAL RISER

\ GRAVEL BACK FILL FOR PIPE BEDDING.

DIA.
DIA.
DIA.
DIA.

" _ 6 » FOR 48" & 54" DA—={ 1'=0" |=— »
48" DIA. 6" 67 f=— FOR 72" & 96" DIA. > o 6” MIN. COMPACTED DEPTH FOR PRE CAST
54" DIA. - 8 BASES ONLY.
72" DIA. — 8"
96” DIA. — 12" * FOR SEPARATE CAST SEPARATE CAST IN PLACE OR
IN PLACE ONLY. SEPARATE PRE CAST BASE.
REINFORCING STEEL (FOR SEPARATE BASE ONLY.)
0.23 SQ. IN/FT IN EACH DIRECTION FOR 48" DIA.
0.19 SQ. IN/FT IN EACH DIRECTION FOR 54” DIA.
0.35 SQ. IN/FT IN EACH DIRECTION FOR 72" DIA.
0.39 SQ. IN/FT IN EACH DIRECTION FOR 96" DIA.
0" RING
PRE CAST BASE JOINT
DESIGN ASSUMPTIONS
HEIGHT: 8' TO 12" SOIL BEARING VALUES EQUALS 3300 */FF (MIN.)
HEIGHT: OVER 12" TO 25': SOIL BEARING VALUE EQUALS 3800 */FT2 (MIN.)
MANHOLE TYPE 3 - 48", 54", 72" AND 96"
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